
in51TS2x2D Series 
Tamper Resistant Dome Camera

Quick Start Guide

FEATURES

PRECAUTIONS

CONNECTIONS

MOUNTING

LENS AND POSITIONING

T

Note:
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FOCUS ADJUST menu:

 EXPOSURE menu:
 LENS - 
 BRIGHTNESS - 
 SHUTTER

 SENS UP - 

 AGC- Level Control -

FOCUS ADJUST MENU

EXPOSURE MENU

OSD MAIN MENU



  BACKLIGHT
 WDR

 BLC

 HLC

    DAY/NIGHT
 AUTO

 COLOR
 B/W

 Ext - NA
 CDS -NA

WHITE BALANCE MENU

 WHITE BALANCE
 AWB

 AUTO EXT

 PRESET - 

 MANUAL

DNR

DNR

ADJUST
 COLOR GAIN - 
 SHARPNESS
 GAMMA
 MIRROR - 
 FLIP - 
 D-ZOOM-

 MOTION ZOOM - 

 ACE -

 DEFOG- 

 SHADING -

 PRIVACY - 

Motion - OFF,  ON - Press to open 
submenu.

 DET WINDOWS

 SENSITIVITY
 MOTION OSD

 TEXT ALARM - 

 SIGNAL OUT -NA

System
 COM - 
 IMAGE RANGE

 FRAME RATE

 CCTV SYSTEM- 
 COLOR BAR - 
 LANGUAGE-
 CAMERA TITLE - 
 FACTORY- 

System PAL NTSC
Imaging

Performance

Lens

Func ons

Input/Output

Power 
Physical

Environmental

Order Codes
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ADJUST

SYSTEM

BACKLIGHT

MOTION

DAY&NIGHT


